
C10RL Portable Wireless Doppler USB/WIFI Ultrasound Scanner
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DOPPLER KONTED C10RL

FEATURE HIGHLIGHTS
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The Konted C10RL ultrasound scanner relies heavily on its transducers. It connects to a PC, 
tablet, or smartphone wirelessly or via cable for excellent images and ultrasound results, in a 
portable, easy, and low-cost manner. Compatible with Apple iOS, Android, and Windows systems.

Angle measurement parameters, trace measurement para- 
meters, and EFW parameters for fetal weight measurement.

Patient information and report saving function: the report 
contains the image and diagnostic result.

Exceptional image quality with iPad/iPhone, Android, and 
Windows displays.

Ergonomic design.

Software updates via the iPad, iPhone, Android, and Windows 
app stores.

8 independent gain levels (TGC).

Image speckle reduction technology.

Image stretching with a capacity of 128 elements.

View biopsy guide and write sonographer comments.

USB AND WIFI
This scanner can be 
connected to an Apple, 
Android, or Windows device.

DUAL HEADS
The C10RL is a color Doppler 
scanner with three dual 
heads in one ultrasound 
probe: a linear, convex 
transducer, and a cardiac 
transducer.

REPORTS
Patient information and report 
saving function: the report 
contains the image and the 
diagnostic result.

Two transducers are available: 3.5/5 MHz Convex and 7.5/10 
MHz Linear, both with a scanning array system. The trans- 
ducers are completely independent.

80-degree field of view.

Basic ultrasound visual mode for 2D – 2D/M.

256 grayscales with gain from 30 to 105 dB.

Measurements: Length, area, distance, circumference, and 
obstetric biometric measurements of Biparietal Diameter, 
Femoral Length, Crown-Rump Length, Gestational Sac, Head 
and Abdominal Circumferences.

Built-in rechargeable battery with up to 3 hours of use.

Transducer weight 120 grams.

ANMAT Approved PM 2261-9



SPECIFICATIONS

NOT INCLUDED: Display device for iOS/Android/Windows. These are sold separately and at the user's discretion.

Type

Frequency

Depth

Elements

Wifi
APP Interface

Batery Life

Battery Replaceable
Charger

Adjustment

Application

Software

Linear + Convex + Cardiac Probe, 3-in-1 Dual Heads

Convex: 3,5/5MHz
Linear: 7,5/10MHz
Cardiac: 2,5/5MHz
Convex: 90~ ~305mm
Linear: 20~ ~100mm
Cardiac: 90~ ~160mm

D (depth)
EN (enhancement) 0-4
DR (dynamic range) 40-110
F (frequency)
Mode B, B + M, B + Color, B + PW, B + PDI
8TGC

Convex Probe: Abdominal, Emergency, Cardiac, Obstetrics/Gy-
necology, Lung, Kidney, Urology.
Linear Probe: Breast, Thyroid, MSK, Superficial, Vascular, 
Pediatrics, Carotid, Small Parts.
Cardiac Probe: Heart.

128

802.11n / 20MHz / 2.4/5G
GN (gain) 30 - 105

5 years
Rechargeable Battery Lithium - 2800 mAh

Yes (by Technical Service)

Working time 2 ~ 3 hours
Stand by time 12 hours

USB

Free download for Android/Windows/iOS

Protection Index IP68

Weight 120 Gr.
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DOPPLER KONTED C10RL

More information at
https://health.exo.com.ar/ecografoportatil

Manufacturer: Beijing Konted Medical Tech- 
nology Co., Ltd. Dirección: Room 111, 
Building 3, No.27 Yongwang Road; Daxing 
Biological Pharmaceutical Industry Base; 
Daxing Distrit, 102629 Beijing, China)EXO® holds certifications in ISO 9001:2015 Quality Standards, ISO 14001: 

2015 Environmental Management, and ISO 45001:2018 Occupational 
Health and Safety. It also holds certification under the MDSAP standard, 
which includes ISO 13485:2015, for Quality Management Systems in the 
medical device industry.
FDA approved. ANMAT PM 2261-9 approved.


